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ABB drives accessories
ACS310 and ACS355 – User interfaces

Assistant control panel 
The assistant control panel features a 
multilingual alphanumeric display for 
easy drive programming. The control 
panel has various assistants and a 
built-in help function to guide the user. 
It includes a real-time clock, which 
can be used during fault logging and 
in controlling the drive, such as start/
stop. The control panel can be used for 
copying parameters for backup or for 
downloading to another drive. A large 
graphical display and soft keys make it 
extremely easy to navigate.

Basic control panel
The basic control panel features a single 
line numeric display. The panel can 
be used to control the drive, set the 
parameter values or copy them from 
one drive to another, or view changes.

Panel cover
The panel cover protects the drive 
when no control panel is used. The ABB 
machinery drive is delivered with a panel 
cover as standard. In addition, there are 
two alternative control panels available 
as options, see above. 

NEMA 1 kit
The NEMA 1 kit is a convenient cover 
which is added to the drive and enables 
easy wall-mounting. It includes a 
connection box for finger protection, 
conduit tube installation and a hood for 
protection against dirt and dust.

Panel mounting kit, IP54 and IP66
The panel mounting kits enable 
mounting of control panels onto cabinet 
doors. These kits include
a 3 m extension cable, a gasket, 
mounting screws and a mounting 
template - two versions are now 
available, IP54 and IP66. The IP66 has 
an additional keypad membrane cover.

Relay extension module (ACS355 only)
Add an additional three relays to the 
ACS355 to allow greater use of the 
drives program. Fits behind the keypad.

Potentiometer (ACS355 only))
Potentiometer with two switches: start/
stop and forward/reverse direction. No 
external power source is needed for  
the potentiometer. Fits to the drive.

FlashDrop
Programme the drive whilst still in the 
box, with no power. Perfect for OEMs 
and machine builders. FlashDrop is a 
powerful palm-sized tool for fast and 
easy parameter selecting and setting. 
It gives the possibility to hide selected 
parameters to protect the machine. 
The tool stores 20 parameter sets, 
which can be moved between a PC 
and a drive. Safe programming during 
machine building production.

Fieldbus interfaces (ACS355 only)
Extensive range of plug-in fieldbus 
interfaces, allowing connection to 
Profibus, DeviceNet, CanOpen, Modbus 
RTU and Ethernet and others 

24V “live kepad” options (ACS355 only)
There are two ways of powering the fieldbus 
modules, so that they operate when the main 
power is removed. 

FEPA - maintains power to the fieldbus 
module only
 
MPOW - Powers the fieldbus module, 
the control card, the drive I/O and the 
drive keypad, generating the functionality 
commonly known as ‘live keypad’ operation.

DriveWindow Light PC tool
DriveWindow Light is a parameterisation and commissioning 
tool used to set-up and commission the drive. Monitoring and 
diagnostic facilities are included, as well as a local control panel.
Wizards are included to guide the user through the most 
commonly performed tasks.




