
      

 

   

   

  

 

 Products / Interface Materials / Adhesives 

Thermal 
Adhesives 
Ther-O-Bond 1500 
Epoxy casting system for potting and encapsulation

Ther-O-Bond 1600
Two part epoxy for bonding

Ther-O-Bond 2000 
Rapid cure acrylic adhesive

Thermalbond™
High strength epoxy adhesive

Adhesives offer excellent heat transfer and high voltage isolation. 
Epoxy adhesives offer low shrinkage, and coefficients of thermal 
expansion comparable to copper or aluminum. They bond readily to 
metals, glass, ceramics, and most plastics.

Ther-O-Bond 1500
Ther-O-Bond 1500 is a versatile epoxy casting system developed for 
high performance, production potting and encapsulating applications 
where low shrinkage and rapid air evacuation are required. This 
formulation has a very low surface tension and a flowable viscosity, 
which affords excellent air release. Ther-O-Bond 1500 adhers to rigid 
plastics and laminates, metals and ceramics, has a low coefficient of 
thermal expansion and is readily machined and shaped with ordinary 
shop tools. The fully cured epoxy system is an excellent electrical 
insulator which provides good resistance to electrolysis, leakage and 
corrosion room water, weather, gases and chemical compounds.

Ordering Information

Description Part Number RoHS PCN Package/
Kit Size

Ther-O-
Bond 1500 159900F00000G

Resin 
and 
Hardener

.946 
liter 
(1 
Qt.)

Handling Characteristics
Mix Ratio by Weight,
Resin to Hardener: 100 to 15

Mixed Viscosity @ 25°C, cps: 1000 - 1500

Work-Life @ 25°C 45 Minutes

Gel Time @ 25°C 3-6 Hours

Cure Schedule @ 25°C 8 Hours

Cure Schedule @ 65°C 1 Hour

Cure Schedule @ 100°C 0.5 Hour

 



Physical Properties
Color Black

Specific Gravity 1.50

Operating 
Temp, °C

-60 to 
155

Heat Distortion 
Temp, °C 100

Hardness, 
Shore D: 88

Thermal
Conductivity W/
(m°C)

1.26

Compressive 
Strength, psi 14,000

Dissipation 
Factor,
100 Kllz @25°C

0.01

Self 
Extinguishing?: yes

C.T.E. (ppm/°C) 25

Tensile 
Strength (@25°
C)

9200 psi

Dielectric
Strength (volts/
mil)

800

Shelf Life (DOM)
18 
months1

(1) Stated shelf life is from 
date of manufacture. To allow 
for inventory cycle, product 
shipped from Aavid will have 
less than 18 months 
remaining shelf life. Aavid 
guarantees a minimum of 3 
months remaining shelf life. 
Please adjust order quantity 
so all product will be 
consumed with in 3 months of 
date of shipment. 

Ther-O-Bond 1500 Resistance 
Calculator

Enter the area of the device
that will contact the heat sink:  mm2

Enter the grease thickness:  mm 

 

Interface Resistance =  

Formula








